
NOTES:
1. DIMENSIONS MAY VARY TO SUIT SPECIFIC SITE CONDITIONS.
2. ELECTRICAL ACCESSORIES IN COMPLIANCE WITH SECTION.
3. NUMBER OF SECTIONS CAN BE ADJUSTED TO SUIT HEADROOM REQUIREMENTS.
4. RIGHT HAND DOOR SHOWN. LEFT HAND IS A MIRROR IMAGE.

NOTE: INSIDE FACE OF FRAME AND STEEL PADS TO BE FLUSH. ALL CLEARANCES SUCH AS HEADROOM, SIDEROOM AND DEPTH TO BE UNOBSTRUCTED.

SIDEROOM    A

SIDEROOM    B

C12x20.7 FLUSH

C12x20.7 FLUSH

ELECTRIC OPERATOR

MILLER SAFETY BAR C/W PROTECTIVE HOOD

CHAIN KEEPER

SPREADER MEMBER

1/4" GALV. STEEL AIRCRAFT CABLE

DRIVE MECHANISM TO BE BOLTED ON TOP OF WEIGHT BOX

ROLLER CHAIN #50 FOR BOTTOM SECTION ONLY

HAND CHAIN FOR MANUAL OPERATION

ELECTRIC OPERATOR

BRACING ANGLE TO BUILDING  STRUCTURE BY DOOR INSTALLER
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EMBEDDED STEEL FRAME BY OTHERS
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