NO. DE DESSIN
DWG NO. NAM—BL229—CONDUITS—02—INHEN

DESCRIPTION

NOTES:

1: CONCRETE BASE

— COMPRESSIVE STRENGTH AT 28 DAYS : 4350 psi [30MPa] 6:
— MAXIMUM AGGREGATE : #3/4” [819mm] 70 @1/2”
— MAX WATER/CEMENT RATIO : 0.50 8: ¢1/2"
— SLUMP : 3"#£1” [76mm + 25mm]

— ENTRAINED AR : 5 TO 8%P

3. CHARACTERISTICS OF NON SHRINK CEMENT GROUT :
— COMPRESSIVE STRENGTH AT 28 DAYS
— ACCEPTED PRODUCT :

THE OWNER ENGINEER

1 7252 psi [50 MPq]
SIKAGROUT 212 OR EQUIVALENT APPROVED BY

4. IN AREAS WHERE GROUND FREEZES, THE CONCRETE BASE MUST BE DEEP ENOUGH
TO PREVENT IT FROM MOVING.
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/ SPACE FOR CONDUITS

— 55" [140mm)]

2:
SURFACE.
1. ENSURE PROPER DRAINAGE OF SOIL AROUND THE NEW FOUNDATION. WATER SHALL 3: 1" CONDUIT TO THE GUARD HOUSE.
NOT ACGCUMULATE AROUND THE FOUNDATION 4 01
5:
2. CONCRETE CARACTERISTICS

: 3 wires,

7.
165" [409mm]

SIDEWALK LEVEL

ANTI-CORROSION BASE OPTION MUST BE INSTALLED ON A REGULAR CONCRETE

CONDUIT FOR DETECTING LOOP (If required 1 conduit per loop)

@3/4" CONDUIT TO THE POWER SUPPLY CABINET

15 AMPS MAX CIRCUIT. (Ref.

: ®1/2"” CONDUIT TO ELECTROMAGNETIC TIP SUPPORT (If required).
CONDUIT FOR THE EXIT CONTROL POST (If required).

CONDUIT FOR THE ENTRANCE CONTROL POST (If required)

, 120V AC,

BEFORE THE INSTALLATION OF THE BARRIER, THE WIRE MUST BE 4 FEET LONG
ROM THE TOP OF THE CONCRETE BASE.
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INSTALLATION ANTI-=CORROSION BASE OPTION DETAILS

KIT ITEM NUMBER E/BLOP/116

WARNING

—RESPECT ALL LAWS AND STANDARDS APPLICABLE WHERE THE BARRIER WILL BE INSTALLED
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—READ THE INSTALLATION AND USER MANUAL BEFORE INSTALLING AND USING THE BARRIER
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