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Levels 1–5, U.L. 752 Standards

ASSEMBLY BUILT TO ORDER BULLET RESISTANT ALUMINUM
STILE DOOR ASSEMBLIES COME COMPLETE WITH
DOOR, FRAME AND LITE KIT (IF APPLICABLE).
FOR BOTH INTERIOR AND EXTERIOR APPLICATIONS. 
CUSTOM SIZED ASSEMBLIES ARE AVAILABLE.

MATERIAL BALLISTIC GRADE ALUMINUM

DOOR EDGES BEVELED EDGE WIDE OR NARROW STILE

GLAZING OPTIONS AVAILABLE, ACRYLIC, LAMINATED
POLYCARBONATE, GLASS CLAD POLYCARBONATE

HARDWARE HARDWARE INCLUDES CONTINUOUS GEARED
HINGE, REMAINING HARDWARE CAN BE PROVIDED
AND OR FACTORY PREPPED UPON REQUEST

FRAMES BULLET RESISTANT ALUMINUM TUBE FRAME

FINISHES STANDARD FINISHES OF CLEAR OR DARK BRONZE
ANODIZED.
OPTIONAL: KYNAR PAINT OR POWDER COAT

SIZES 3/0 X 7/0, 6/0 X 7/0 DOUBLE DOORS, CUSTOM SIZES
AVAILABLE

TEST CRITERIA INDEPENDENTLY TESTED IN ACCORDANCE WITH
U.L. 752 REQUIREMENTS
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ALUMINUM STILE DOORS HALF AND FULL VISION LIGHTS
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